


DAW systems produce zero excess sludge. 

They save the end user the purchase of 

maintenance prone and power draining 

sludge dewatering equipment such as 

filter presses. Additionally, no extra space 

is required for sludge drying beds, or 

monthly sludge disposal costs for ever.

Individual units can be customized to 

treat wastewater from as low as 3 cubic 

meters per day to up to 80 cubic meters 

per day. Individual units can be cascaded 

up to 1000 cubic meters per day. Standard 

dimension DAW units are available in 

lengths of 3m, 4m, 6m, 9m or 11m each. 

Our technical support team can assist in 

sizing the plant if required.

DAW Wastewater Treatment Units can 

be installed in compact conditions 

with minimum space requirements 

with semi-buried, underground and above ground modes 

available. DAW Wastewater Treatment Units are available in 

two treatment modes, aerobic and anaerobic treatment units. 

For installation in cities and urban settings, aerobic treatment 

units are recommended. While for installations in remote areas 

without access to electricity, our zero power systems running on 

anaerobic treatment mode are recommended.

PACKAGED SEWAGE TREATMENT PLANT

Sludge-free
DAW systems produce zero excess 

sludge. They save the end-user the 

purchase of maintenance-prone and 

power draining sludge dewatering 

equipment such as filter presses. 

Additionally, no extra space is required 

for sludge drying beds, or monthly 

sludge disposal costs - ever!

No Smell
This state of the art package sewerage 

treatment plant invented in Japan. This 

package plant does not emit any smell 

except during maintainance. 

Chemical-free
DAW units do not require coagulants 

(PAC, NaOCl) or chemical cleaning 

reagents to operate. This also means 

no chemical dosing pumps, chemical 

dosing tanks or maintenance-prone 

mixers. Forget scaling and clogging 

problems forever.

Meets Regularoty 
Standards 
These package sewerage treatment 

plants are designed to meet all 

parameters laid down by the latest 

polution control standards. 

Maintenance-free
DAW’s Plug&Play® type operation 

allows for same day plant startup without 

any foaming issues usually faced by 

Membrane BioReactor (MBR) systems. 

Maintenance is a breeze with no on-

site operator required once the plant is 

commissioned by our site engineering 

team.

Leak Proof 
The FRP tanks used are manufactured 

using state of the art machinary and are 

individually pre-tested to make it leak 

proof. 
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Treatment Capacity
Individual units can be customized to treat wastewater from as 

low as 3 cubic metres per day to up to 80 cubic metres per day. 

Individual units can be cascaded up to 700 cubic metres per 

day. Standard dimension DAW units are available in lengths of 

3m, 4m, 6m, 9m or 12m each.Our technical support team can 

assist in sizing the plant if required.

Treated water 
Characteristics
In most cases our DAW treatment plants can achieve up to the 

following effluent treatment parameters:

Biochemical Oxygen Demand (BOD5): Up to 10mg/L

Chemical Oxygen Demand (COD): up to 50 mg/L

Suspended Solids content: Up to 10mg/L

pH range: 6.5 to 8.5

Turbidity: Up to 2 NTU

E.Coli: Up to 1 cfu/100mL

Chlorine: Up to 0.5 mg/L

Treatment Types
DAW Wastewater Treatment Units are available in two 

treatment modes, aerobic and anaerobic treatment units. For 

installation in cities and urban settings, aerobic treatment units 

are recommended. While for installations in remote areas 

without access to electricity, our zero power systems running 

on anaerobic treatment mode are recommended.

Layout Options
Installing DAW Wastewater Treatment Units can be done by 

appointing an approved contractor to carry out installation at 

site. To understand how a our treatment units would fit into your 

existing wastewater treatment system, study the flow diagram 

and suggested layout drawings for our standard dimension 

systems ranging from 4 to 12 metres in length.

Installation Types
DAW Wastewater Treatment Units can be installed in compact 

conditions with minimum space requirements with semi-buried, 

underground and aboveground modes available. 

Product Features

Applications
Usually installed at highrise

condominiums,

supermarkets, hospitals,

factories, hotels and

resorts

Operation & 
Maintenance:
Requires only occasional maintenance.

Power Consumption
Requires electricity to

operate. Supplied with

high efficiency aeration

systems

Product guarantee:
Up to 10 years product warranty

Treated water 
parameters:
BOD5: 20 ppm

COD: 150 ppm

TSS: 20 ppm

Oil & Grease: 5 ppm

DAWTreatment Units
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